The optical properties of multi-functionalized cobalt ferrite (CoFe 2 O 4 ), cobalt zinc ferrite (Co 0.5 Zn 0.5 Fe 2 O 4 ), and zinc ferrite (ZnFe 2 O 4 ) nanoparticles have been enhanced by coating them with silica shell using a modified Stöber method. The ferrites nanoparticles were prepared by a modified citrate gel technique. These core/shell ferrites nanoparticles have been fired at temperatures: 400°C, 600°C and 800°C, respectively, for 2 h. The composition, phase, and morphology of the prepared core/shell ferrites nanoparticles were determined by X-ray diffraction and transmission electron microscopy, respectively. The diffuse reflectance and magnetic properties of the core/shell ferrites nanoparticles at room temperature were investigated using UV/VIS double-beam spectrophotometer and vibrating sample magnetometer, respectively. It was found that, by increasing the firing temperature from 400°C to 800°C, the average crystallite size of the core/shell ferrites nanoparticles increases. The cobalt ferrite nanoparticles fired at temperature 800°C; show the highest saturation magnetization while the zinc ferrite nanoparticles coated with silica shell shows the highest diffuse reflectance. On the other hand, core/shell zinc ferrite/silica nanoparticles fired at 400°C show a ferromagnetic behavior and high diffuse reflectance when compared with all the uncoated or coated ferrites nanoparticles. These characteristics of core/shell zinc ferrite/silica nanostructures make them promising candidates for magneto-optical nanodevice applications.
Introduction
Synthesis of magnetic nanoparticles have been intensively pursued due to their unique functional properties and their wide variety of potential applications in high density magnetic recording [1] [2] [3] [4] , ferrofluids technology [5] , biomedical drug delivery [6, 7] , and magnetic resonance imaging [8, 9] , data storage, biosensors [10] , biocompatible magnetic nanoparticles for cancer treatment [11] [12] [13] [14] , and magneto-optical devices [15] [16] [17] among others.
In recent years, Spinel ferrite nanoparticles have been widely studied because of their excellent and convenient magnetic and electrical properties [18, 19] . Among spinel ferrites, CoFe 2 O 4 is of interest due to its high intrinsic coercivity (5,400 Oe) and moderate saturation magnetization (about 80 emu/g) as well as remarkable chemical stability and mechanical hardness, which makes it a good candidate for recording media [20, 21] . Also, studies indicate that the magnetic properties of CoFe 2 O 4 depend strongly on its morphology and are greatly affected by the size of the particles [22, 23] . In addition, the magnetic properties of spinel structure CoFe 2 O 4 can be altered by cation substitution. According to recent research, Zn 2+ substituting for Co 2+ in CoFe 2 O 4 nanoparticles (Co 1-x Zn x Fe 2 O 4 ) exhibited improvement in properties such as excellent chemical stability, high corrosion resistivity, magneto-crystalline anisotropy, magneto-striction, and magneto-optical properties. Cobalt zinc ferrites nanoparticles have been prepared by different methods, such as co-precipitation, usual ceramic technique, microwave-hydrothermal method, and the solvothermal method [24] [25] [26] [27] [28] [29] [30] .
In the present decade, core/shell structured nanoparticles have received much attention, due to their enhanced combination of optical, electronic, and magnetic properties compared to those of single-component nanomaterials [31] . Thus, coating magnetic nanoparticles with silica is becoming a promising and important approach in the development of magnetic nanoparticles for both fundamental studies as well as technological applications. Silica formed on the surface of magnetic nanoparticles could screen the magnetic dipolar attraction between magnetic nanoparticles, which improves the dispersion of magnetic nanoparticles in liquid media and protects them from leaching in an acidic environment. In addition, the core/ shell structure enhances the thermal and chemical stability of the magnetic nanoparticles due to the silica shell which provides a chemically inert surface for magnetic nanoparticles in biological systems. Therefore, silica-coated magnetic nanoparticles can be easily allowed to conjugate its surface with various functional groups [32, 33] . Also, the silica shell can enhance the optical properties of the nanoparticles [34] . The optical properties of the nanostructures have been investigated earlier using many techniques, among them is the diffuse reflectance spectroscopy [35] .
The main objective of this study is to investigate the effect of Zn 2+ partially substituting for Co 2+ in CoFe 2 O 4 nanoparticles (Co 1-x Zn x Fe 2 O 4 ; x = 0, 0.5, and 1) and shelling with silica on the magnetic and optical properties of the ferrite nanoparticles for a variety of magneto-optical nanodevice applications. From a synthesis point of view exploring the effect of firing temperatures (400°C, 600°C and 800°C) is of interest to investigate.
Experimental work
The chemicals used for preparation of the samples were ferric nitrate (Fe(NO 3 Silica-coated magnetic nanoparticles were prepared using the modified Stöber method. The nanoparticles (fired at 400°C) were first treated by citric acid solution (0.01 M) under constant stirring for 1 h. The presence of citrate increases the organosilane affinity of the particle surface. These particles were separated and washed with distilled water several times. After that, the particles were redispersed in a mixture of absolute ethanol (80 ml) and distilled water (20 ml) the ammonia was added to the solution as a catalyst. Subsequently, 6 ml of TEOS was injected to the above solution, drop by drop at constant stirring for 24 h at room temperature to ensure the hydrolysis, after that, the condensation of TEOS on the surface of nanoparticles was achieved. Finally, the core/shell CoFe 2 O 4 /SiO 2 , Co 0.5 Zn 0.5 Fe 2 O 4 /SiO 2 , and ZnFe 2 O 4 /SiO 2 particles were separated using external magnet, and washed with ethanol and water several times. The samples have been dried at 40°C for 24 h and fired at temperatures 400°C, 600°C, and 800°C, respectively, for 2 h.
The morphology of uncoated and coated nanoparticles was studied using transmission electron microscopy, TEM (JEOL 1230, JEOL, Tokyo, Japan). The phase composition and average crystallite size of the core/shell ferrite nanoparticles were investigated using X-ray diffractometer (Model Bruker D8 Advance (Bruker AXS, Madison, WI, USA), Cu-Kα1 (l = 1.54058 Å) radiation with secondary monochromator at a scanning speed of 1°/min). In addition, vibrating samples magnetometer (model is Princeton FM-1, Princeton Applied Research, Oak Ridge, TN, USA) and UV/VIS double-beam spectrophotometer (model is no. Lambda 35, Perkin Elmer, Waltham, MA, USA) were used to measure the magnetic properties and diffuse reflectance of the prepared ferrite nanoparticles, respectively. nanoparticles which confirms the formation of the good spinel structure. In addition, no secondary phase was detected in XRD patterns which ensure the purity of the Co 0.5 Zn 0.5 Fe 2 O 4 nanoparticles. The average crystallite size of Co 1-x Zn x Fe 2 O 4 /SiO 2 nanoparticles were estimated using the Scherrer's formula; D = 0.9l/(FWHM × cos θ), where D is the crystallite size; FWHM is the observed full width at half maximum; θ is the Bragg angle, and l is the wavelength of the X-ray radiation (l = 1.54058 Å). In addition, a broad peak at 2θ approximately 22-25°has been detected in the samples coated with silica shell and fired at 400°C for 2 h as shown in Figure 1a . This broad peak is due to the presence of the amorphous silica. By increasing the firing temperature, amorphous silica starts to disappear and only the diffraction peaks of spinel ferrite Co 1-x Zn x Fe 2 O 4 phase were detected due to the formation of good core/shell structure. Figure 1c shows the XRD pattern of the zinc ferrite/silica nanoparticles (ZFS) fired at 800°C. Similar phases have been observed as mentioned above except for the presence of three weak diffraction peaks at 2θ = 33.194°, 48.94°, and 54.06°corresponding to (410), (333), and (603) crystal planes of rhombohedral zinc silicate phase. The latter phase arises because of solid state reaction of ZnO resulting from small dissociation of ZnFe 2 O 4 core at high temperature (800°C) with SiO 2 shell forming Zn 2 SiO 4 phase. Figure 2 shows the TEM images of zinc ferrite nanoparticles uncoated and coated with silica shell fired at 400°C. It was observed that the estimated average particle size of the zinc ferrite and zinc ferrite/silica nanoparticles varies between 12 and 14 nm.
Results and discussion
The hysteresis loops and the magnetic parameters (saturation magnetization (Ms) and switching field (Hc)) of the prepared ferrite nanoparticles fired at 400°C and 800°C were measured at room temperature (27°C ) using vibrating samples magnetometer. Figure 3a shows the hysteresis loops of uncoated cobalt ferrite nanoparticles fired at 400°C and 800°C. It is clear that by increasing the firing temperature from 400°C to 800°C, the Ms increased from 56.7 to 79.37 emu/g and the Hc decreased from 1009.5 to 131.3 Oe. Increasing the firing temperature leads to increase the crystal size of the ferrite nanoparticles which reflects on the magnetization state by creating a multidomains state instead of single-domain state. Multidomains need less magnetic field to switch compared with the single domain state. Accordingly, it was found that at large crystallite size, the switching field decreases and the magnetization saturation increases compared with the smaller size. Figure 3b shows the hysteresis loops of the coated cobalt ferrite nanoparticles fired at 400°C and 800°C where a slight decrease in the saturation magnetization compared with the uncoated nanoparticles was observed. The slight decrease in the magnetization saturation and increase in the switching field is due to the coating effect, where each particle was separated from its neighbors with silica shell which leads to decrease the magnetostatic coupling between the particles. By increasing the firing temperature to 800°C, the crystals will grow leading to increase the magnetization saturation and create a multidomains state. On the other hand, the hysteresis loop is much wider for the cobalt ferrite samples coated with silica shell (CFS) and fired at 400°C compared with cobalt ferrite samples fired at 800°C. This confirms that by increasing the firing temperature, the crystallite size increases leading to decrease of the switching field. Also, it was found that, for the cobalt ferrite nanoparticles coated with silica (CFS), the magnetic moment increases with increasing the firing temperature from 400°C to 800°C. As mentioned earlier from the XRD analysis, with increasing the firing temperature, the amorphous silica starts to disappear and the diffraction peaks of spinel cobalt ferrite phase only are found at higher temperatures due to the formation of robust core/shell structure (Figure 1a) . This leads to creation of a very thin layer of cobalt ferrite silicate at the surface of these cobalt ferrite nanoparticles which decrease the effect of the amorphous silica shell and hence increase the magnetic moment at higher firing temperature.
The hysteresis loops of cobalt zinc ferrite nanoparticles (Co 0. 5 the width of hysteresis loop and the magnetic moment decrease due to the substitution of the magnetic Co element by Zn element which is a non-magnetic material. Core/shell ferrite nanoparticles show lower magnetization saturation than the uncoated ferrite nanoparticles fired at the same temperature, while the switching field increases for the coated ferrite nanoparticles. This is due to the effect of silica shell coating where each particle was separated from its neighbors by the shell layer leading to decrease the magnetostatic coupling between the particles. Figure 5a shows the hysteresis loops of uncoated zinc ferrite samples fired at 400°C, 600°C, and 800°C. It is clear that the zinc ferrite nanoparticles fired at 400°C show a ferromagnetic behavior while by increasing the firing temperature to 600°C, the magnetization state of the zinc ferrite nanoparticles starts to transfer from the ferromagnetic state to the paramagnetic state. With the increase of the firing temperature up to 800°C the hysteresis loop of the zinc ferrite nanoparticles shows a typical paramagnetic behavior. Figure 5b shows the hysteresis loops of core/shell zinc ferrite nanoparticles coated with silica shell (ZFS) fired at 400°C and 800°C. It is clear that at 400°C, the zinc ferrite/silica nanoparticles show a ferromagnetic behavior compared with the sample fired at 800°C which shows a paramagnetic behavior. 
From X-ray diffraction results (Figure 1c) , it is clear that there are three weak diffraction peaks corresponding to crystal planes of rhombohedral zinc silicate (Zn 2 SiO 4 ) phase were observed. The latter phase appears due to solid state reaction of ZnO resulting from small dissociation of ZnFe 2 O 4 core at high temperature (800°C) with SiO 2 shell leading to form Zn 2 SiO 4 phase. The Zn 2 SiO 4 phase has no magnetic property. This explains the transformation of the magnetization state from ferromagnetic state to paramagnetic state with the increase of the firing temperature from 400°C to 800°C. The Ms and Hc values of the prepared coated and uncoated ferrite nanoparticles are summarized in Table 1 . Figure 6 shows the diffuse reflectance spectra of various cobalt ferrite, zinc ferrite, and cobalt zinc ferrite nanoparticles uncoated and coated with silica shell which were fired at 400°C (Figure 6a ), 600°C ( Figure 6b ) and 800°C ( Figure 6c ). It is clear that zinc ferrite nanoparticles coated with silica shell exhibit the highest value of diffuse reflectance percentage compared with all core/shell ferrite samples. In addition, the diffuse reflectance percentage of zinc ferrite nanoparticles coated with silica increases by increasing the firing temperature from 400°C (37.4%) up to 800°C (44.64%). The diffuse reflectance percentage of uncoated zinc ferrite nanoparticles, fired at 400°C, 600°C and 800°C decreased compared with zinc ferrite nanoparticles coated with silica shell. This is attributed to the effect of silica shell, which enhances the optical properties of core/shell ferrite nanoparticles. On the other hand, cobalt ferrite nanoparticles show a very low diffuse reflectance compared with the other prepared nanoparticles (zinc ferrite and cobalt zinc ferrite nanoparticles). This is due to the effect of the change of color on the optical properties of the ferrite nanoparticles from black at CoFe 2 ). In addition, the presence of the silica shell plays an important role in the optical properties enhancement of the prepared core/ shell ferrite samples. When a beam of incident light impinges on the surface of these core/shell nanoparticles, only a small fraction is specularly reflected, while the remainder penetrates into the mass and undergoes scattering (multiple reflections, refractions, and diffraction in all directions) as well as wavelength-dependent absorption within the colored material (diffused rays will lose some wavelengths during their walk in the material, and will emerge colored). Part of this radiation ultimately leaves the mass in all directions and constitutes so-called diffusely reflected light [38] . 
Conclusion
Core/shell Co 1-x Zn x Fe 2 O 4 /SiO 2 (x = 0, 0.5, and 1) nanoparticles were prepared using modified citrate gel technique and coated with silica shell. The samples have been fired at 400°C, 600°C, and 800°C, respectively. It is concluded that cobalt ferrite nanoparticles fired at 800°C showed the highest magnetic properties, while zinc ferrite nanoparticles coated with silica and fired at 800°C shows the best enhanced optical properties. X-ray diffraction patterns show the presence of spinel ferrite crystalline phase as the main phase in all prepared core/ shell ferrite nanoparticles. In addition, the average crystallite size increases on increasing the firing temperature from 400°C up to 800°C. Zinc ferrite nanoparticles coated with silica shell and fired at 400°C show a ferromagnetic behavior and high diffuse reflectance compared with all uncoated and coated nanoparticles due to the presence of zinc ions and the silica shell which play an important role on the optical properties enhancement. The firing temperatures as well as the crystallite size parameters have great effect on the magnetic and the optical properties of core/shell ferrite nanoparticles. Core/shell ferrite nanoparticles coated with silica are found to enhance the optical properties of the magnetic nanoparticles. Core/shell zinc ferrite nanoparticles coated with silica shell and fired at 400°C show promising results for photo-magnetic nanodevice applications and for magneto-optical recording industry. 
